
NexiusZoom binoculaire zoom stereomicroscoop NZ.1902-U-ESD 

NexiusZoom Binoculaire Greenough Zoom stereomicroscoop 

Binoculaire stereokop met 0.67 x tot 4,5 x objectief 

WF 10x/22 oculairen in 45° schuine tubus met dioptrie correctie 

Totale standaard vergroting van 6.67 tot 45x 

Gezichtsvelden 33 tot 4,9 mm 

Werkafstand is 110 mm 

Metalen enkel arm statief zonder verlichting 

Geleverd met objectplaat en 2 objectklemmen 

Verpakt in een styrofoam verpakkingen 

ESD VEILIGE MICROSCOPEN 
Speciaal voor de elektronica industrie. Elektrostatische ontlading (ESD) is de ongewenste, 
plotselinge elektrische stroom tussen twee elektrisch geladen 
objecten. Elektrostatische ontlading kan gedeeltelijk of permanent schade richten aan 
elektronische componenten. Euromex introduceert daarom nu ESD veilige microscopen in 
de NexiusZoom serie. Het statief en de kop van de microscoop zijn behandeld met een 
speciale ESD veilige verf dat elektrostatische ontladingen elimineert en ervoor zorgt dat de 
microscoop geschikt is voor alle elektrostatisch gevoelige omgevingen 
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Ring light source illumination
Co mp a c t  72  LED s
LE .1974

H I G H L I G H T S

•	 Mid-level ring light source illumination

•	 LED ring light source with high illuminance 

•	 With segment illumination for all kind of demanding applications

•	 Long life time and low energy consumption

•	 Color temperature between 6,500 and 7,000 K

•	 Works through controls on light source

•	 Including mounting supply

•	 Delivered with 110-240 V power supply

•	 2 years warranty

T E C H N I C A L  S P E C I F I C AT I O N S 
• This ring light has 72 LED’s in 4 segments 

• With adjustable light intensity between 10-100%

• LED (Light Emitting Diodes) produces very useful intense white light for long microscopy observation sessions 

• Long life time (10.000 operation hour) and low energy consumption

• Color temperature between 6,500 and 7,000 and emits approx. 21,000 lux at 100 mm distance

• Suitable for working distances between 55 and 200 mm 

• Works through control onto light source

• Including mounting supply (Suitable for StereoBlue and NexiusZoom)

• Can be used without mounting adapter for stereo microscopes ZE.1624, ZE.1654, ZE.1626, ZE.1629 and ZE.1657

• Delivered with 110-240 V power supply

M O D E L
Ring illumination 	 72 LEDs with adjustable intensity and 4 segment illumination

Color temperature	 6,500 K

Illuminance		 21,000 Lux at 100 mm distance

Working distance	 50-180 mm

Mounting		  25-61 mm (for stereo head microscopes)

Power Supply	 100-240 V AC/12 V DC (50/60 Hz)

External diameter	 100 mm

Product Number	 LE.1974
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